City of St. Charles
Re-roof

Building & Code Enforcement Division
2 East Main Street

St. Charles IL 60174

630.377.4406 (Office)

630.443.4638 (Fax)

ST. CHARLES
R http://www.stcharlesil.gov

Please direct any and all questions to the City of St. Charles Building & Code Enforcement Division:
Monday through Friday (8 AM to 4:30 PM) at 630.377.4406

A building permit is required prior to any construction of a re-roof. The following are guidelines
and comments for obtaining a building permit.

Application Procedures:

» An application is to be filled out and submitted to the Building & Code Enforcement Division. The contractors
names, addresses, phone numbers and, if required, their license numbers are to be filled out when submitting the
application.

P This application is processed over-the-counter while you wait.

Application — Permit Fees: (All payment is to in form of cash, check, or money order)
= A filing fee is to be paid at time of submission of application and plans.
A fee of $35.00 - Residential (to be paid at time of submittal)
A fee of $60.00 — Non-Residential (to be paid at time of submittal)
= Re-inspection fee. During the construction of your project should you fail any of the required inspections there is a
re-inspection charge. The fees are due prior to certificate of occupancy. The fee schedule is as follows;
» $65.00 per Building Department re-inspection for all types of inspections during construction (excluding
finals)
= $85.00 per re-inspection for all residential final inspections.
= Temporary certificate of occupancies. $85.00 is due prior to issuance of a temporary certificate of occupancy.

Inspections:
The following is a list of inspections, which might be required for your project.
o Final
Note: All inspections must be called-in a minimum of 24 hours in advance.

General Comments:

1. If a contractor is conducting the work they are to have an Illinois State License. You will need their license
number and the expiration of their license. If there are any questions regarding the Illinois State License
regulation, they can contact Illinois Department of Education and Regulation at 217/782-8556 or 217/782-
0482. If the owner/occupant is conducting the work, they do not need an Illinois State License

2. A copy from the 2009 International Residential Code addressing roofs is attached for your information

Section R907.3 requires replacement of existing roof with two (2) layers.
4. If new roof will be going over one (1) layer of roofing; roof vents, plumbing stacks, and furnace flue pipes
will have to be reflashed into new roof to prevent any added water running between roofs.
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General Comments Continued:

5. Nails are to be as per the 2009 International Residential Code.
6. Double starting row required.
7. Sheet metal flashing for roof and wall intersections of different materials (wood, brick, stucco, aluminum,

etc.)

8. Attic and other enclosed spaces are to have required ventilation of 1/300 to area ceiling (roof vents may
need to be added per code that will help extend the life of the new roof).

9. Minimum of 2/12 pitch for asphalt shingles with double underlayment.

10. Tt is the responsibility of the homeowner/contractor to schedule with the Building & Code Enforcement
Division the required inspection. The required inspection is a final inspection. This is to be scheduled when
the work is completed. When calling to schedule an inspection, please have the address and the permit
number. Inspections shall be called a minimum of 24 hours before they become due.

11. Building wind speed design is at 90-MPH.

12. Ice protection is to be per the amendments to the 2000 International Residential Code.

Homeowner — Contractor Responsibilities:

v It is the responsibility of the homeowner/contractor to schedule with the Building & Code Enforcement Division
the required inspections. The only required inspection for a re-roof permit is a final inspection. When calling to
schedule an inspection, please have the address and the permit number.

v" Inspections shall be called a minimum of 24 hours before they become due.




1 CHAPTER 9
ROOF ASSEMBLIES

SECTION R901
GENERAL

R901.1 Scope. The provisions of this chapter shall govern the
design, materials, construction and quality of roof assemblies.

SECTION R902
ROOF CLASSIFICATION

R902.1 Rodfing covering materials. Roofs shall be covered
with materials as set forth in Sections R904 and R905. Class A,
B or C roofing shall be installed in areas designated by law as
requiring their use or when the edge of the roof is less than 3
feet (914 mm) from a property line. Classes A, B and Croofing
required by this section to be listed shall be tested in accor-
dance with UL 790 or ASTM E 108.

Exceptions:

1. Ciass A roof assemblies include those with coverings
of brick, masonry and exposed concrete roof deck.

2. Class A roof assemblies also include ferrous or cop-
per shingles or sheets, metal sheets and shingles, clay
or concrete roof tile, or slate installed on noncom-
bustible decks.

R902.2 Fire-retardant-treated shingles and shakes.
Fire-retardant-treated wood shakes and shingles shall be treated
by impregnation with chemicals by the full-cell vacuum-pres-
sure process, in accordance with AWPA C1. Each bundle shall
be marked to identify the manufactured unit and the manufac-
turer, and shall also be labeled to identify the classification of the
material in accordance with the testing required in Section
R902.1, the treating company and the quality control agency.

SECTION R903
WEATHER PROTECTION

R903.1 General. Roof decks shall be covered with approved
roof coverings secured to the building or structure in accor-
dance with the provisions of this chapter. Roof assemblies shall
be designed and installed in accordance with this code and the
approved manufacturer’s installation instructions such that the
roof assembly shall serve to protect the building or structurs,

R903.2 Flashing. Flashings shall be installed in a manner that
prevents moisture from entering the wall and roof through
joints in copings, through moisture permeable materials and at
intersections with parapet walls and other penetrations through
the roof plane.

R903.2.1 Locations. Flashings shall be installed at wall and
roof intersections, wherever there is a change in roof slope or
direction and around roof openings. Where flashing is of
metal, the metal shall be corrosion resistant with a thickness of
not less than 0.019 inch (0.5 mm) (No. 26 galvanized sheet).
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R903.2.2 Crickets and saddles. A cricketor saddle shall be
installed on the ridge side of any chimney or penstration
more than 30 inches (762 mm) wide as measured perpendic-
ular to the slope. Cricket or saddle coverings shall be sheet
metal or of the same material as the roof covering.

R903.3 Coping. Parapet walls shall be properly_coped with
noncombustible, weatherproof materials of a width no less
than the thickness of the parapet wall.

R903.4 Roof drainage. Unless roofs are sloped to d{ain over
roof edges, roof drains shall be installed at each low point of the
roof. Where required for roof drainage, scuppers shall be
placed level with the roof surface in a wall or parapet. The scup-
per shall be located as determined by the roof slope and con-
tributing roof area.

R903.4.1 Overflow drains and scuppers. Where roof
drains are required, overflow drains having the same size as
the roof drains shall be installed with the inlet flow line
located 2 inches (51 mm) above the low point of the roof, or
overflow scuppers having three times the size of the roof
drains and having a minimum opening height of 4 inches
(102 mm) shall be installed in the adjacent parapet walls
with the inlet flow located 2 inches (51 mm) above the low
point of the roof served. The installation and sizing of over-
flow drains, leaders and conductors shall comply with the
International Plumbing Code.

Overflow drains shall discharge to an approved location
and shall not be connected to roof drain lines.

R903.5 Hail exposure. Hail exposure, as speciﬁe'd in Sections
R903.5.1 and R903.5.2, shall be determined using Figure R903.5.

R903.5.1 Moderate hail exposure. One or more hail days
with hail diameters larger than 1.5 inches (38 mm) in a
20-year period.
R903.5.2 Severe hail exposure. One or more hail days with
hail diameters larger than or equal to 2.0 inches (51 mm)ina
20-year period.

SECTION R904
MATERIALS

R904.1 Scope. The requirements set forth in this section shall
apply to the application of roof covering materials specnﬂ'ed
herein. Roof assemblies shall be applied in accordance with
this chapter and the manufacturer’s installation instructions.
Installation of roof assemblies shall comply with the applicable
provisions of Section R905.

R904.2 Compatibility of materials. Roof assemnblies shall be
of materials that are compatible with ea_ch other and with the
building or structure to which the materials are applied.

R904.3 Material specifications and physical characteris-
tics. Roof covering materials shall conform to the appl}cable
standards listed in this chapter. In the absence of applicable
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stagdards or where materials are of questionable suitability,
testing by an approved testing agency shall be required by the
building official to determine the character, quality and limita-
tions of application of the materials.

R904.4 Product identification. Roof covering materials shall
be delivered in packages bearing the manufacturer’s identify-
ing marks and approved testing agency labels when required.
ﬁu]k shipments of materials shall be accompanied by the same
information issued in the form of a certificate or on a bill of lad-
ing by the manufacturer,

SECTION R905
REQUIREMENTS FOR ROOF COVERINGS

R905.1 Roof covering application. Roof coverings shall be
applied in accordance with the applicable provisions of this
section and the manufacturer’s installation instructions. Unless
otherwise specified in this section, roof coverings shall be
installed to resist the component and cladding loads specified
in Table R301.2(2), adjusted for height and exposure in accor-
dance with Table R301.2(3).

R905.2 Asphalt shingles. The installation of asphalt shingles
shall comply with the provisions of this section.

R905.2.1 Sheathing requirements. Asphalt shingles shall
be fastened to solidly sheathed decks.

TABLE R905.2.4.1(1)
CLASSIFICATION OF ASPHALT ROOF SHINGLES PER ASTM D 7158

ROOF ASSEMBLIES

R905.2.2 Slope. Asphalt shingles shall be used only onroof
slopes of two units vertical in 12 units horizontal (2:12) or
greater. For roof slopes from two units vertical in 12 units
horizontal (2:12) up to four units vertical in 12 units hori-
zontal (4:12), double underlayment application is required
in accordance with Section R905.2.7.

R905.2.3 Underlayment. Unless otherwise noted, required
underlayment shall conform to ASTMD 226 Typel, ASTM
D 4869 Type I, or ASTM D 6757.

Self-adhering polymer modified bitumen sheet shall
comply with ASTM D 1970.

R905.2.4 Asphali shingles. Asphalt shingles shall comply
with ASTM D 225 or D 3462.

R905.2.4.1 Wind resistance of asphalt shingles. Asphalt
shingles shall be tested in accordance with ASTMD 7158.
Asphalt shingles shall meet the classification requirements
of Table R905.2.4.1(1) for the appropriate maximuimn basic
wind speed. Asphalt shingle packaging shall beara labelto
indicate compliance with ASTM D 7158 and the required
classification in Table R905.2.4.1(1).

Exception: Asphalt shingles not included in the
scope of ASTM D 7158 shall be tested and labeled to
indicate compliance with ASTM D 3161 and the
required classification in Table R905.2.4.1(2).

MAXIMUM BASIC WIND SPEED FROM FIGURE 301.2(4) (mph) CLASSIFICATION REQUIREMENT

85 D,GorH
90 D,GorH

100 GorH

110 GorH

120 GorH

130 H

140 H

150 H

For SI: 1 mile per hour = 0.447 m/s.

TABLE R905.2.4.1(2)
CLASSIFICATION OF ASPHALT SHINGLES PER ASTM D 3161

MAXIMUM BASIC WIND SPEED FROM FIGURE 301.2(4) (mph) CLASSIFICATION REQUIREMENT

85 A,DorF
20 A,DorF

100 A,DorF

110 F

120 F

130 F

140 ¥

150 F

For SI: 1 mile per hour = 0.447 m/s.
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R905.2..5 Fasteners. Fasteners for asphalt shingles shall be
ga;vamzed steel, stainless steel, aluminum or copper roofing
ngﬂg, minimum 12 gage [0.105 inch (3 mm)] shank with a
minimum %g-inch (10 mm) diameter head, ASTM F 1667, of
alength to peneirate through the roofing materials and a mini-
mum of %, inch (19 mm) into the roof sheathing. Where the
roof sheathing is less than %, inch (19 mm) thick, the fasteners
shall penetrate throtigh the sheathing. Fasteners shall comply
with ASTM F 1667.

R905.2.6 Attachment. Asphalt shingles shall have the mini-
murn number of fasteners required by the manufacturer, but
not less than four fasteners per strip shingle or two fasteners
per individual shingle. Where the roof slope exceeds 21 units
vertical in 12 units horizontal (21:12, 175 percent slope),
shingles shall be installed as required by the manufacturer.

R905.2..7 Underlayment application. For roof slopes from
two units vertical in 12 units horizontal (17-percent slope), up
to four units vertical in 12 units horizontal (33-percent slope),
underlayment shall be two layers applied in the following
manner. Apply a 19-inch (483 mm) strip of underlayment felt
parallel to and starting at the eaves, fastened sufficiently to
hold in place. Starting at the eave, apply 36-inch-wide (914
mm) sheets of underlayment, overlapping successive sheets
19 inches (483 mm), and fastened sufficiently to hold in
place. Distortions in the underlayment shall not interfere with
the z_ibﬂity of the shingles to seal. For roof slopes of four units
vertical in 12 units horizontal (33-percent slope) or greater,
underlayment shall be one layer applied in the following
manner. Underlayment shall be applied shingle fashion, par-
allel to and starting from the eave and lapped 2 inches (51
mm), fastened sufficiently to hold in place. Distortions in the
underlayment shall not interfere with the ability of the shin-
gles to seal. End laps shall be offset by 6 feet (1829 mm).

R905.2.7.1 Ice barrier. In areas where there has been a his-
tory of ice forming along the eaves causing a backup of water
as designated in Table R301.2(1), an ice barrier that consists
of aleast two layers of underlayment cemented together or of
a self-adhering polymer modified bitumen sheet, shall be
used in lieu of normal underlayment and extend from the
lowest edges of all roof surfaces to a point at least 24 inches
(610 ram) inside the exterior wall line of the building.

E)'(ception: Detached accessory structures that con-
tain no conditioned floor area.

R905.2.7.2 Underlayment and high wind. Underlayment
applied in areas subject to high winds {above 110 mph (49
m/s) per Figure R301.2(4)] shall be applied with corro-
sion-resistant fasteners in accordance with manufacturer’s
installation instructions. Fasteners are to be applied along the
overlap not farther apart than 36 inches (914 mm) on center.

R905:2.8 Flashing. Flashing for asphalt shingles shall com-
ply with this section.

R905.2.8.1 Base and cap flashing. Base and cap flashing
sh:‘ﬂI be installed in accordance with manufacturer’s instal-
lation instructions. Base flashing shall be of either corro-
sion-resistant metal of minimum nominal 0.019-inch (0.5
mm) thickness or mineral surface roll roofing weighing a
minimum of 77 pounds per 100 square feet (4 kg/m?). Cap

flashing shall be corrosion-resistant metal of minimum
nominal 0.019-inch (0.5 mm) thickness.

R905.2.8.2 Valleys. Valley linings shall be installed in
accordance with the manufacturer’s installation instruc-
tions before applying shingles. Valley linings of the fol-
lowing types shall be permitted:

1. Foropen valleys (valley lining exposed) lined with
metal, the valley lining shall be at least 24 inches
(610 mm) wide and of any of the corrosion-resis-
tant metals in Table R905.2.8.2.

2. For open valleys, valley lining of two plies of min-
eral surfaced roll roofing, complying with ASTM
D 3909 or ASTM D 6380 Class M, shall be permit-
ted. The bottom layer shall be 18 inches (457 mm)
and the top layer a minimum of 36 inches (914
mm) wide.

3. For closed valleys (valley covered with shingles),
valley lining of one ply of smooth roll roofing
complying with ASTM D 6380 and at least 36
inches wide (914 mm) or valley lining as described
in Item 1 or 2 above shall be permitted. Self-adher-
ing polymer modified bitumen underlayment
complying with ASTM D 1970 shall be permitted

in lieu of the lining material.
TABLE R905.2.8.2
VALLEY LINING MATERIAL
MINIMUM
THICKNESS WEIGHT
MATERIAL ({inches) GAGE (pounds)
ASTM B 370,
Cold-rolled copper 0.02.151] - 16 oz. per
e square foot
ASTM B 101,
Lead-coated copper 0'02.'121 — 16 oz. per
nOMmILL square foot
ASTM B 370,
High-yield copper 0'01i62] — 12 oz. per
nomina square foot
Lead-coated 0.0162 ASTM B 101,
high-vield nal — 12 oz. per
igh-yield copper nomin: square foot
Aluminum 0.024 —- —
Stainless steel — 28 —
5 26 (zinc
Galvanized steel 0.0179 coated G90) —
Zinc alloy 0.027 — —
Lead — - 2Y,
Painted terne - — 20
For SI: 1 inch =25.4 mm, ! pound = 0.454 kg.

R905.2.8.3 Sidewall flashing. Flashing against a verti-
cal sidewall shall be by the step-flashing method. The
flashing shall be a minimum of 4 inches (102 mm) high
and 4 inches (102 mm) wide. At the end of the vertical
sidewall the step flashing shall be turned out in a manner
that directs water away from the wall and onto the roof

and/or gutter.

2000 INTERNATIONAL RESIDENTIAL CODE®



R905.2.84 Other flashing. Flashing against a vertical
front. wall, as well as soil stack, vent pipe and chimney
flashing, shall be applied according to the asphali shingle
manufacturer’s printed instructions.

R905.3 C.lay and comncrete tile. The installation of clay and
concrete tile shall comply with the provisions of this section.

R9!)5.3.1 Deck requirements, Concrete and clay tile shall
be installed only over solid sheathing or spaced structural
sheathing boards.

.11905.3.2 Deck slope. Clay and concrete roof tile shall be
installed on roof slopes of two and one-half units vertical in
12 units horizontal ( 2Y/,;12) or greater. For roof slopes from
two and one-half units vertical in 12 units horizontal
(21/,:12) to four units vertical in 12 units horizontal (4:12),
double underlayment application is required in accordance
with Section R905.3.3.

R905.3.3 Underlayment. Unless otherwise noted, required
underlayment shall conform to ASTM D 226 Type II;
ASTM D 2626 Type I; or ASTM D 6380 Class M mineral
surfaced roll roofing.

R905.3.3.1 Low slope raofs. For roof slopes from two
and one-half units vertical in 12 units horizontal
(2'/,:12), up to four units vertical in 12 units horizonial
(4:12), underlayment shall be a minimum of two layers
underlayment applied as follows:

1. Starting at the eave, a 19-inch (483 mm) strip of
underlayment shall be applied parallel with the
eave and fastened sufficiently in place.

2. Starting at the eave, 36-inch-wide (914 mm) strips

ROOF ASSEMBLIES

three tile courses but not less than 36 inches (914 mm) from
either side of hips or ridges and edges of eaves and gable
rakes.

R905.3.7 Application. Tile shall be applied in accordance
with this chapter and the manufacturer's installation instruc-

tions, based on the following:

1. Climatic conditions.

2. Roof slope.

3. Underlayment systen.

4. Type of tile being installed.

Clay and concrete roof tiles shall be fastened in accor-
dance with this section and the manufacturer’s installation

instructions. Perimeter tiles shall be fastened with a mini-

mum of one fastener per tile. Tiles with installed weight less
than 9 pounds per square foot (0.4 kg/m?) require a mini-
mum of one fastener per tile regardiess of roof slope. Clay
and concrete roof tile attachment shall be in accordance
with the manufacturer’s installation instructions where
applied in areas where the wind speed exceeds 100 miles per
hour (45 m/s) and on buildings where the roof is located
more than 40 feet (12 192 mm) above grade. In areas subject
to snow, a minimum of two fasteners per tile is required. In
all other areas, clay and concrete roof tiles shall be attached
in accordance with Table R905.3.7.

of underlayment felt shall be applied, overlapping
successive sheets 19 inches (483 mm), and fas-
tened sufficiently in place.

R205.3.3.? High slope roofs. For roof slopes of four
units vertical in 12 units horizontal (4:12) or greater,
underlayment shall be a minimum of one layer of

TABLE R905.3.7
CLAY AND CONCRETE TILE ATTACHMENT
NUMBER OF
SHEATHING ROOF SLOPE FASTENERS
Solid without battens All One per tile
Spaced or solid
with battens and Fasteners not required —
slope < 5:12
. Omne per tile/every
Spaced sheathing 5:12 < slope < 12:12 o —_
without battens .
12:12 < slope < 24:12 One per tile

underlayment felt applied shingle fashion, paralle] to and
starting from the eaves and lapped 2 inches (51 mm), fas-
tened sufficiently in place.

R905.3.3.3 Underlayment and high wind. Underlay-
ment applied in areas subject to high wind [over 110
rm'le.s per hour (49 m/s) per Figure R301.2(4)] shall be
apphed with corrosion-resistant fasteners in accordance
with manufacturer’s installation instructions. Fasteners
are o be applied along the overlap not farther apart than
36 inches (914 mm) on center.

(1591(;56’?4 Clay tile. Clay roof tile shall comply with ASTM

R?05.3.5 Concrete tile. Concrete roof tile shall comply
with ASTM C 1492,

R905.3.6 Fasteners. Nails shall be corrosion resistant and
not less than 11 gage, %/s-inch (11 mm) head, and of suffi-
cient length to penetrate the deck a minimum of %/, inch (19
mm) or through the thickness of the deck, whichever is less.
Attaching wire for clay or concrete tile shall not be smaller
than 0.083 inch (2 mm). Perimeter fastening areas include

2009 INTERNATIONAL RESIDENTIAL CODE®

R905.3.8 Flashing. At the juncture of roof vertical surfaces,
flashing and counterflashing shall be provided in accor-
dance with this chapter and the manufacturer’s installation
instructions and, where of metal, shall not be less than 0.019
inch (0.5 mm) (No. 26 galvanized sheet gage) corro-
sion-resistant metal. The valley flashing shall extend at least
11 inches (279 mm) from the centerline each way and have a
splash diverter rib not less than 1 inch (25 mm) high at the
flow line formed as part of the flashing. Sections of flashing
shall have an end lap of not less than 4 inches (102 mm). For
roof siopes of three units vertical in 12 units horizontal
(25-percent slope) and greater, valley flashing shall have a
36-inch-wide (914 mm) underlayment of one layerof Typel
underlayment running the full length of the valley, in addi-
tion to other required underlayment. In areas where the
average daily temperature in January is 25°F (-4°C) or less,
metal valley flashing underlayment shall be solid-cemented
to the roofing underlayment for slopes less than seven units
vertical in 12 units horizontal (58-percent slope) or be of
self-adhering polymer modified bitumen sheet.
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R?05.4 Metal roof shingles. The installation of metal roof
shingles shall comply with the provisions of this section.

R90f5.4.1 Deck requirements. Metal roof shingles shall be
applied to a solid or closely fitted deck, except where the
roof covering is specifically designed to be applied to
spaced sheathing.

_11905.4.2 Deck slope. Metal roof shingles shall not be
mst.alled on roof slopes below three units vertical in 12 units
horizontal (25-percent slope).

R905.4.3 Underlayment. Underlayment shall comply with
ASTM D 226, Type I or Type LI, ASTM D 4869, Type I or
"I'ype 0, or ASTM D 1970. Underlayment shall be installed
in accordance with the manufacturer’s installation instruc-
tions.

R.905.4.3.1 Ice barrier. In areas where there has been a
history of ice forming along the eaves causing a backup
of water as designated in Table R301.2(1), an ice barrier
that cousists of at least two layers of underlayment
cgnented together or a self-adhering polymer modified
bitumen sheet shall be used in place of mormal
underlayment and extend from the lowest edges of all
roof surfaces to a point at least 24 inches (610 mm) inside
the exterior wall line of the building.

E}_(ception: Detached accessory structures that con-
tain no conditioned floor area.

R?05.4.4 Material standards. Metal roof shingle roof cov-
erings shall comply with Table R905.10.3(1). The materials
used f(?r metal roof shingle roof coverings shall be naturally
corrosion resistant or be made corrosion resistant in accor-
dance with the standards and minimum thicknesses listed in
Table R905.10.3(2).

R9054.5 épp]ication. Metal roof shingles shall be secured
to the roof in accordance with this chapter and the approved
manufacturer’s installation instructions.

3905.4.6 Flashing. Roof valley flashing shall be of corro-
_s10n—resistant metal of the same material as the roof cover-
ing or shall comply with the standards in Table
'R905.10.3(1). The valley flashing shall extend at least 8
inches (203 mm) from the center line each way and shall
have a splash diverter rib not less than 3/, inch (19 mun) high
at the flow line formed as part of the flashing. Sections of
flashing shall have an end lap of not less than 4 inches (102
mim). The metal valley flashing shall have a 36-inch-wide
(914 mm) underlayment directly under it consisting of one
.layer of underlayment running the full length of the valley,
in addition to underlayment required for metal roof shin-
gles. In areas where the average daily temperature in Janu-
ary is 25°F (-4°C) or less, the metal valley flashing
underlayment shall be solid cemented to the roofing
underlayment for roof slopes under seven units vertical in
12 units horizonial (58-percent slope) or self-adhering poly-
mer modified bitumen sheet.

R905.5 Mineral-surfaced roll roofing. The installation of min-
eral-surfaced roll roofing shall comply with this section.

.R905.5.1 Deck requirements. Mineral-surfaced roll roof-
ing shall be fastened to solidly sheathed roofs.
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R905.5.2 Deck slope. Mineral-surfaced roll roofing shall
not be applied on roof slopes below one ugil vertical in 12

units horizontal (§-percent slope).

R905.5.3 Underlayment. Underlayment shall comply with
ASTM D 226, Type I or ASTM D 4869, Type I or I

R905.5.3.1 Ice barrier. In areas where there has been a
history of ice forming along the eaves causing abackup
of water as designated in Table R301.2(1), an ice barrier
that consists of at least two layers of underlayment
cemented together or a self-adhering polymer modified
bitumen sheet shall be used in place of normal
underlayment and extend from the Jowest edges of all
roof surfaces to a point atleast 24 inches (610 mm) inside
the exterior wall tine of the building.

Exzception: Detached accessory structures that con-
tain no conditioned floor area.

R905.5.4 Material standards. Mineral-surfaced roll roof-
ing shall conform to ASTM D 3909 or ASTM D 6380,

Class M.

R905.5.5 Application. Mineral-surfaced roll roofing shall
be installed in accordance with this chapter and the manu-
facturer’s installation instructions.

R905.6 Slate and slate-type shingles. The installation of slate
and slate-type shingles shall comply with the provisions of this
section.

R905.6.1 Deck requirements. Slate shingles shall be fas-
tened to solidly sheathed roofs.

R905.6.2 Deck slope. Slate shingles shall be used only on
slopes of four units vertical in 12 umnits horizontal (33-per-
cent slope) or greater.

R905.6.3 Underlayment. Underlayment shall comply with
ASTM D 226, Type I, or ASTM D 4869, Type I or IL
Underlayment shall be installed in accordance with the
manufacturer’s instaliation instructions.

R905.6.3.1 Ice barrier. In areas where there has been a
history of ice forming along the eaves causing a backup
of water as designated in Table R301.2(1), an ice barrier
that consists of at least two layers of underlayment
cemented together or a self-adhering polymer modified
bitumen sheet shall be used in lieu of normal
underlayment and extend from the lowest edges of all
roof surfaces to a point at least 24 inches (610 mim) inside
the exterior wall line of the building.

Exception: Detached accessory structures that con-
tain no conditioned floor area.

R905.6.4 Material standards. Slate shingles shall comply
with ASTM C 406.

R905.6.5 Application. Minimum headlap for slate shingles
shall be in accordance with Table R905.6.5. Slate shingles
shall be secured to the roof with two fasteners perslate. Slate
shingles shall be installed in accordance with this chapter
and the manufacturer’s installation instructions.
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TABLE R905.6.5 R905.7.5 Application. Wood shingles shall be installed

) SLATE SHINGLE HEADLAP according to this chapter and the manufacturer’s installation
SLOPE HEADLAP (inches) instructions, Wood shingles shall be laid with a side lap not

4:12 < slope < 8:12 4 less than 1Y/, inches (38 mm) between joints in courses, and

no two joints in any three adjacent courses shall be in direct

8:12 <5l :
. . 02;;_ fg 12 3 alignment, Spacing between shingles shall notbe less than '/,
ope £ 20: 2 inch to ¥/ inch (6 mm to 10 mm). Weather exposure for wood
For SI: 1 inch=254 mm. shingles shall not exceed those set in Table R905.7.5. Fasten-
R905.6.6 Flashing, Flashing and counterflashing shall be ers for wood shingles shall be corrosion resistant it a mini-
made with sheet metal. Valley flashing shall be a minimum tmum penetration of ', inch (13 mm) into the theuing, bev
of 15 inches (381 mm) wide. Valley and flashing metal shall ~ Sheathing less than '/, inch (13 mum) in thickness, the fastencrs
be a minimum uncoated thickness of 0.0179-inch (0.5 mm) shall extend through the sheathing. Wood shingles shall be
zinc coated G90. Chimueys, stucco or brick walls shall have attached to the roof with two fasteners per shingle, positioned
a minimum of two plies of felt for a cap flashing cousisting no more than ¥, inch (19 mm) from each edge and no more
of a 4-inch-wide (102 mm) strip of felt set in plastic cement than 1 inch (25 mun) above the exposure line.
and _extending 1 inch (25 mm) above the first felt and a top TABLE R905.7.5
coatlpg of Plastic cement. The felt shall extend over the base WOOD SHINGLE WEATHER EXPOSURE AND ROOF SLOPE
flashing 2 inches (51 mm). EXPOSURE (inches)
R905.7 Wood shingles. The installation of wood shingles shall ROOFING LENGTH 3:12 pitch to|4:i2 piteh or
comply with the provisions of this section. MATERIAL {inches) GRADE <412 steeper
R905.7.1 Deck requirements. Wood shingles shall be No. 1 3y 3
installed on solid or spaced sheathing. Where spaced 31/ 4
sheathing is used, sheathing boards shall not be less than & Ho.2 %
1-inch by 4-inch (25.4 mm by 102 mim) nominal dimensions No. 3 3 3Y,
and shall be spaced on centers equal to the weather exposure No. 1 4y 5Y
to coincide with the placement of fasteners. Shingles of = : : :
R905.7.1.1 Solid sheathing required. In areas where “amfiauy drable = fo.2 - e
the average daily temperature in January is 25°F (-4°C) oo No. 3 3, 4
or less, solid sheathing is required on that portion of the No. 1 53/ 7Y
L) - . . . - 4 2
roof requiring the application of an ice barrier. i ;
R905.7.2 Deck slope, Wood shingles shall be installed on i Mo. 2 % e
slopes of three units vertical in 12 units horizontal (25-per- No. 3 5 5l
(13:9110‘5 551’;’1:3:{)] or greater. For SI: 1 inch =25.4 mm.
7.3 Underlayment. Underlayment shall comply with R905.7.6 Valley flashing. Roof flashing shall be not less
ASTM D 226, Type I or ASTM D 4869, Type T or IL. than No. 26 gace [0.019 inches (0.5 mm)] corrosion-resis-
R905.7.3.1 Ice barrier. In areas where there has been a tant sheet metal and shall extend 10 inches (254 mm) from
history of ice forming along the eaves causing a backup the centerline each way for roofs having slopes less than 12
of water as designated in Table R301.2(1), an ice barrier units vertical in 12 units horizontal (100-percent slope), and
that consists of at least two layers of underlayment 7 inches (178 mm) from the centerline each way for slopes
cemented together or a self-adhering polymer modified of 12 units vertical in 12 units horizontal and greater. Sec-
bitumen sheet shall be used in lieu of normal tions of flashing shall have an end lap of not less than 4
underlayment and extend from the lowest edges of all inches (102 mm).

roof suifaces to a point at least 24 inches (610 mm) inside

the exterior wall line of the building. R905.7.7 Label required. Each bundle of shingles shall be

, identified by a label of an approved grading or inspection
Exception: Detached accessory structures that con- bureau or agency.

tain no conditioned floor area.

R905.7.4 Material standards. Wood shingles shall be of
naturally durable wood and comply with the requirements
Slabls RO R905.8.1 Deck requivements. Wood shakes shall be used
only on solid or spaced sheathing, Where spaced sheathing is
used, sheathing boards shall not be less than 1-inch by 4-inch
(25 mm by 102 mm) norinal dimensions and shall be spaced

R905.8 Wood shakes. The installation of wood shakes shall
comply with the provisions of this section.

TABLE R905.7.4
WOQOD SHINGLE MATERIAL REQUIREMENTS

il e 1 to the weather exposure to coincide with the
VIATERIAL MINIMUM GRADES GRADING RU on centers equal to p .
< _— placement of fasteners. Where 1-inch by 4-'mch (25 mm by
Wood shingles of 1 20r3 Cedar Shake and 102 mm) spaced sheathing is installed at 10 inches (254 mm)
ST ' Shingle Bureau on center, additional 1-inch by 4-inch (25 mm by 102 ram)

boards shall be installed between the sheathing boards.
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R905.8.1.1 Solid sheathing required. In areas where penetration of '/, inch (12.7 mm) into the sheathing. For
the average daily temperature in January is 25°F (-4°C) sheathing less than '/, inch (12.7 mm) thick, the fasteners
or less, solid sheathing is required on that portion of the shall extend through the sheathing. Wood shakes shall be
roof requiring an ice barrier. attached to the roof with two fasteners per shake, positioned

R905.8.2 Deck slope. Wood shakes shall only be used on gomrethen CJoes %5 zo) g‘;‘::?s‘;ffﬁi SHEEUTES
slopes of three units vertical in 12 units horizontal (25-per- an 2 inches (51 mm) above P ;

cent slope) or greater. RY905.8.7 Shake placement. The starter course at the eaves
R905.8.3 Underlayment. Underlayment shall comply with shall be doubled and the bottom layer shall be either 15-inch

ASTM D 226, Type I or ASTM D ) 1 ] (381 mum), 18-inch (457 mm) or 24-inch (610 mn}) wood shakes
yperor 4869, TypeTor Tl or wood shingles. Fifteen-inch (381 mm) or 18-inch (457 mm)

R.905.8.3.! Ice bal.*rier. In areas where there has beena wood shakes may be used for the final course at the ridge.
history of ice forming along the eaves causing a backup Shakes shall be interlaid with 18-inch-wide (457 mm) strips of
of water as designated in Table R301.2(1), an ice barrier not less than No. 30 felt shingled between éach course in such a
that consists of at least two la}fers of underlayr.nent manner that no felt is exposed to the weather by positioning the
c§mented together or a self-adhering polymer modified lower edge of each felt strip above the butt end of the shake it
bitumen sheet shall be used in place of normal covers a distance equal to twice the weather exposure.
underlayment and extend from the lowest edges of all TABLE 005,50
roof surfacest int ai i insi i
he ontcion veall ﬁg;”g?ﬁf:;ﬁﬁiﬁ;hes (GHOmiDEnsiS WQOD SHAKE WEATHER EXPOSURE AND ROOF SLOPE
e —— ) LENGTH EXPOSURE (inches)
xception: ! - -
tain HICJ’ (?OI’Z o n.e;ZZ dj‘(liogicjjjgry structures that con ROQFING MATERIAL (inches) | GRADE | 4:12 pitch or steeper
' No. 1 7Y,
R905.84 Interlayment. Interlayment shall comply with Shakes of naturally dusable |18 - 2
ASTM D 226, Type L. wood 24 | No.1 102
R905.8.5 Material standards. Wood shakes shall comply 18 | No.l Tl
with the requirements of Table R905.8.5. Preservative-treated taper 24 | No.1 10
TABLE R905.8.5 e of Soutbern "5 | o.2 5Y,
WCOD SHAKE MATERIAL REQUIREMENTS
( 24 | No.2 1,
MINIMUM | APPLICABLE GRADING
MATERIAL GRADES RULES 18 | No.1 1Y,
Wood shakes of naturally Cedar Shake and - 24 | No.1 10
durable wood ! Shingle Bureau Taper-sawn shakes of
naturally durable wood 18 No. 2 5Y,
Taper sawn shakes of naturally {or?2 Cedar Shake and 1
durable wood . Shingle Bureau 24 No. 2 T/l
Preservative-treated shakes C Hak For SI: 1inch =25.4 mm. _
and shingles of naturally 1 eda{' Shake and a. For24-inch by ¥g-inch handsplit shakes, the maximum exposure is7Y/, inches.
durable wood Shingle Bureau : i
; R905.8.8 Valley flashing. Roof valley flashing shall not be
Fire-retardant-treated shakes Cedar Shake and less than No. 26 gage [0.019 inch (0.5 mm)]'cormsion-resis-
and shingles of naturally 1 Shingle Bureau tant sheet metal and shall extend at least 11 inches (279 mm)
durable wood from the centerline each way. Sections of flashing shall have
Preservative-treated taper sawn an end lap of not less than 4 inches (102 mm).
shakes of Southern pine .
treated in accordance with Forest Products R905.8.9 Label required. Each bundle of shakgs shall be
AWPA Standard Ul lor?2 %abore%ory ?f the identified by a label of an approved grading or inspection
(Commodity Specification Sexa.s R bureau or agency.
A, Use Category 3B and SHEEES . . p
Section 5.6) R905.9 Built-up roofs. The installation of built-up roofs shall

comply with the provisions of this section.

R905.8.6 Application. Wood shakes shall be installed R905.9.1 Slope. Built-up roofs shall have a design slope of
according to this chapter and the manufacturer’s installation a minimum of one-fourth unit vertical in 12 units horizontal
instructions. Wood shakes shall be laid with a side lap not (2-percent slope) for drainage, except for coal-tar built-up
less than 1Y/, inches (38 mm) between joints in adjacent roofs, which shall have a design slope of a minimum one-
courses. Spacing between shakes in the same course shall be eighth unit vertical in 12 units horizontal (1-percent slope).

3 inch to %/ inch (9.5 mm to 15.9 mm) for shakes and I s . Built-up roof covering mate-
tapersawn shakes of naturally durable wood and shall be %4 ﬁgﬁﬁﬁﬁ%ﬁ;ﬁﬁgﬁﬁms if Table RO05 52
inch to 7/ inch (9.5 mm to 15.9 mm) for preservative-treated

taper sawn shakes. Weather exposure for wood shakes shall R905.9.3 Application. Built-up roofs shall be installed
not exceed those set forth in Table R905.8.6. Fasteners for according to this chapter and the manufacturer’s installation
wood shakes shall be corrosion-resistant, with a minimum instructions.
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TABLE R905.8.2
BUILT-UP ROOFING MATERIAL STANDARDS
MATERIAL STANDARD STANDARD

Acrylic coatings used in roofing ASTM D 6083

| Aggregaie surfacing ASTM D 1863

Asphalt adhesive used in roofing ASTM D 3747

Asphalt cements used in roofing ASTM D 3019; D 2822; D 4586
Asphalt-coated glass fiber base sheet ASTM D 4601

Asphalt coatings used in roofing ASTM D 1227; D 2823; D 2824; D 4479
Asphalt glass felt ASTM D 2178

Asphalt primer used in roofing ASTM D 41

Asphalt-saturated and asphali-coated organic felt base shest ASTM D 2626
Asphalt-saturated organic felt (perforated) ASTM D 226

Asphalt used in roofing ASTM D 312

Coal-tar cements used in roofing ASTM D 4022; D 5643
Coal-tar primer used in roofing, dampproofing and waterproofing ASTM D 43

Coal-tar saturated organic felt ASTM D 227

Coal-tar used inroofing - ASTM D 450, Types I or I
Glass mat, coal tar ASTM D 4990
Glass mat, venting type ASTM D 4397
Mineral-surfaced inorganic cap sheet ASTM D 3909
Thermoplastic fabrics used in roofing ASTM D 5665; D 5726

shall be designed in accordance with the _Intemarfonaf
Building Code. Metal-sheet roof coverings installed over
structural decking shall comply with Table R905.10.3(1).
The materials used for metal-sheet roof coverings shall be

R905.10 Metal roof panels. The installation of metal roof
panels shall comply with the provisions of this section.

R905.10.1 Deck requirements. Metal roof panel roof cov-

erings shall be applied to solid or spaced sheathing, except
where the roof covering is specifically designed to be
applied to spaced supports.

R905.10.2 Slope. Minimum slopes for metal roof panels
shail comply with the following:

1. The minimum slope for lapped, nonsoldered-seam
metal roofs without applied lap sealant shall be three
units vertical in 12 units horizontal (25-percent slope).

2. The minimum slope for lapped, nonsoldered-seam
metal roofs with applied lap sealant shall be one-half
vertical unit in 12 units horizontal (4-percent slope).
Lap sealants shall be applied in accordance with the
approved manufacturer’s installation instructions.

3. The minimum slope for standing-seam roof systems
shall be one-quarter unit vertical in 12 uaits horizon-
tal (2-percent slope).

R905.10.3 Material standards. Metal-sheet roof covering
systems that incorporate supporting structural members
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paturally corrosion resistant or provided with corrosion
resistance in accordance with the standards and minimum

thicknesses shown in Table R905.10.3(2).

R905.10.4 Attachment. Metal roof panels shall be secured
to the supports in accordance with this chapter and the man-
ufacturer’s installation instructions. In the absence of manu-
facturer’s installation instructions, the following fasteners

shall be used:
1. Galvanized fasteners shall be used for steel roofs.

2. Copper, brass, bronze, copper alloy and Three hun-
dred series stainless steel fasteners shall be used for
copper roofs.

3. Stainless steel fasteners are acceptable for metal
roofs.

R905.19.5 Underlayment. Underlayment shall l?e installed in
accordance with the manufacturer’s instaltation instructions.
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TABLE R905.10.3(1)

METAL ROOF COVERINGS STANDARDS

ROOF COVERING TYPE

STANDARD APPLICATION RATE/THIGKNESS

Galvanized steel

ASTM A 653 G90 Zinc coated

Stainless steel ASTM A 240, 300 Series alloys

Steel ASTM A 924

Lead-coated copper ASTM B 101

Cold rolled copper ASTM B 370 minimum 16 oz/square ft and 12 oz/square fi high yield copper for
metal-sheet roof-covering systems; 12 oz/square fi for preformed metal shingle
systems.

Hard lead 2 Tb/sq ft

Soft lead 3 [blsq ft

Aluminum ASTM B 209, 0.024 minimum thickness for rollformed panels and 0.019 inch

minimum thickness for pressformed shingles.

Terne (tin) and terne-coated stainless

Terne coating of 40 Ib per double base box, field painted where applicable in
accordance with manufacturer’s installation instructions.

Zinc

0.027 inch minimum thickness: 99.995% electrolytic high grade zinc w.ith alloy
additives of copper (0.08 - 0.20%), titanium (0.07% - 0.12%) and aluminum

(0.015%).

ForSI: [ ounce per square foot = 0.305 kg/m? 1 pound per square foot = 4.214 kg, | inch =25.4 mm, | pound = 0.454 kg.

TABLE R905.10.3(2)
MINIMUNM CORROSION RESISTANCE

R905.11.3 Application. Modified bitumen roofs shall be
installed according to this chapter and the manufacturer’s

installation instructions.

R905.12 Thermoset single-ply roofing. The installation of
thermoset single-ply roofing shall comply with the provisions

of this section.

R905.12.1 Slope. Thermoset single-ply membrane roofs

’ﬁ’eglgtemgm zinc alloy ASTM A 792 AZ 50

5% aluminum alloy-coated steel | ASTM A 875 GF60
Aluminum-coated steel ASTM A 463 T2 65
Galvanized steel ASTM A 653 G-90
Prepainted steel ASTM A 7552

shall have a design slope of 2 minimum of one-fourth unit

vertical in 12 units horizontal (2-percent slope) for drain-

a. Paint systems in accordance with ASTM A 755 shall be applied over steel
products with corrosion-resistant coatings complying with ASTM A 792,
ASTM A 875, ASTM A 463, or ASTM A 653. :

R905.11 Modified bitumen roofing. The installation of modified
bitumen roofing shall comply with the provisions of this section.

R905.11.1 Slope. Modified biturnen membrane roofs shall
have a design slope of a minimum of one-fourth unit vertical

age.
R995.12.2 Material standards. Thermoset single-ply roof
coverings shall comply with ASTM D 4637, ASTMD 5019
or CGSB 37-GP-52M.

R905.12.3 Application. Thermoset single-ply roofs shall
be installed according to this chapter and the manufactarer’s

in 12 units horizontal

R905.11.2 Material standards. Modified bitumen roof
coverings shall comply with the standards in Table

R905.11.2.

(2-percent slope) for drainage.

TABLE R905.11.2
MODIFIED BITUMEN ROOFING MATERJAL STANDARDS

MATERIAL STANDARD

Acrylic coating ASTM D 6083
Asphalt adhesive ASTM D 3747
Asphalt cement ASTM D 3019
Asphalt coating ASTM D 1227, D 2824
Asphali primer ASTM D 41

) . . . 4
oarsiunsn x| ATD GG D 01 D16

CGSB 37-GP-56M
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installation instructions.
R905.13 Thermoplastic single-ply roofing. The installation
of thermoplastic single-ply roofing shall comply with the pro-
visions of this section.

R905.13.1 Slope. Thermoplastic single-ply membrane

roofs shall have a design slope of a minimurm of one-fourth
unit vertical in 12 units horizontal (2-percent slope).

R905.13.2 Material standards. Thermoplastic single-ply
roof coverings shall comply with ASTM D 4434, ASTM D
6754, ASTM D 6878, or CGSB CAN/CGSB 37.54.

R905.13.3 Application. Thermoplastic single-ply roofs
shall be installed according to this chapter and the manufac-
turer’s installation instructions.

R905.14 Sprayed polyurethane foam roofing. The instal}a—
tion of sprayed polyurethane foam roofing shall comply with
the provisions of this section.
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R905.14.1 Slope. Sprayed polyurethane foam roofs shall
have a design slope of a minimum of cne-fourth unit vertical
in 12 units horizontal (2-percent slope) for drainage.

R905.14.2 Material standards. Spray-applied polyure-
thane foam insulation shall comply with ASTM C 1029,
Type Tl or IV.

R905.14.3 Application. Foamed-in-place roof insulation
shall be installed in accordance with this chapter and the
manufacturer’s installation instructions. A liquid-applied
protective coating that complies with Section R905.15 shall
be applied no less— than 2 hours nor more than 72 hours fol-
lowing the application of the foam.

R905.144 Foam plastics. Foam plastic materials and
installation shall comply with Section R314.

R905.15 Liquid-applied coatings. The installation of liquid-
applied coatings shall comply with the provisions of this section.

R905.15.1 Slope. Liquid-applied roofs shall have a design
slope of a minimum of one-fourth unit vertical in 12 units
horizontal (2-percent slope).

R905.15.2 Material standards. Liquid-applied roof coat-
ings shall comply with ASTM C 836, C 957, D 1227, D
3468, D 6083, D 6694 or D 6947.

R905.15.3 Application. Liquid-applied roof coatings shall
be installed according to this chapter and the manufacturer’s
installation instructions.

SECTION R906
ROOF INSULATION

R906.1 General. The use of above-deck thermal insulation
shall be permitted provided such insulation is covered with an
approved roof covering and passes FM 4450 or UL 1256.

R906.2 Material standards. Above-deck thermal insulation
board shall comply with the standards in Table R906.2.

TABLE R966.2
MATERIAL STANDARDS FOR ROOF INSULATION

Cellular glass board ASTM C 552

Composite boards eISTM C 1289, Type IIL, IV, ¥ or
Expanded polystyrene ASTM C 578

Extruded polystyrene board | ASTM C 578

Perlite board ASTM C 728

Polyisocyanurate board ASTM C 1289, Type I or Type Il
Wood fiberboard ASTM C 208 —

SECTION R907
BEROOFING

R907.1 General. Materials and methods of application used
for re-covering or replacing an existing roof covering shall
comply with the requirements of Chapter 9.

Exception: Reroofing shall not be required to meet the min-
imum design slope requirement of one-quarter unit vertical
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in 12 units horizontal (2-percent slope) in Section R905 for
roofs that provide positive roof drainage.

R907.2 Structural and construction loads. The structural
roof components shall be capable of supporting the roof cover-
ing system and the material and equipment loads that will be
encountered during installation of the roof covering system.

shall not be installed without first removing all existing layers

R907.3 Recovering versus replacement. New roof coverings I
of roof coverings where any of the following conditions exist:

1. Where the existing roof or roof covering is Wa.ter-soaked
or has deteriorated to the point that the existing r_o_of or
roof covering is not adequate as a base for additional

roofing.

9. Where the existing roof covering is wood shake, slate,
clay, cement or asbestos-cement tile.

3. Where the existing roof has two or more applications of
any type of roof covering.

4. For asphalt shingles, when the building is located in an
area subject to moderate or severe hail exposure accord-
ing to Figure R903.5.

Exceptions:

1. Complete and separate roofing systems, su<_3h as
standing-seam metal roof systems, that are designed
to transmit the roof loads directly to the building’s
structural system and that do not rely on existing roofs
and roof coverings for support, shall not require the
removal of existing roof coverings.

9. Installation of metal panel, metal shingle and concrete
and clay tile roof coverings over existing'woszud s!:nalse
roofs shall be permitted when the application is in
accordance with Section R907.4.

3. The application of new protective coating over exist-
ing spray polyurethane foam rooﬁ'ng systems sh'all be
permitied without tear-off of existing roof coverings.

R907.4 Roof recovering. Where the application of a new roqf
covering over wood shingle or shake roofs creates a combusti-
ble concealed space, the entire existing surface shall be covered
with gypsum board, mineral fiber, glass fiber or other approved
materials securely fastened in place.

R907.5 Reinstallation of materials. Existing slate, clay or
cement tile shall be permitted for reinstallation, except that
damaged, cracked or broken slate or tile sh_al] not be reinstalled,
Existing vent flashing, metal edgings, drain outlets, collars and
metal counterflashings shall not be reinstalled wherfa rusted,
damaged or deteriorated. Aggregate surfacing materials shall
not be reinstalled.

R907.6 Flashings. Flashings shall be reconst_ruct.ed in accor-
dance with approved manufacturer’s installation instructions.
Metal flashing to which bituminous materials are to be adhered
shall be primed prior to installation.
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Ordinance No. 2010-M-

Page 13 of 16

“R802.10.1 Truss Design Drawings. (See Section R502.11.4, as amended by

this ordinance.)”

Chapter 9 — Roof Assemblies:

A.

Section R905.2.7.1 Ice Barrier: Amend to read as follows:

“R905.2.7.1 Ice Barrier. On all new roof construction and roof tear offs an ice
protection barrier that consists of a self-adhering polymer modified bitumen sheet
shall be used in lieu of normal underlayment and extend from the eave’s edge to a
point at least 24-inches inside the exterior wall line of the structure.”

Chapter 10 — Chimneys and Fireplaces:

A.

Section R1003.9 Termination: Amend to read as follows:

“R1003.9 Termination. Chimneys shall extend at least 2-feet higher than any
portion of a building within 10-feet, but shall not be less than 3-feet above the.
point where the chimney passes through the roof. All wood or solid fuel burning
fireplaces and stoves shall be equipped with an approved spark arrestor.”

Chapier 11 — Energy Efficiency:

No Changes.

Chapter 12 — Mechanical Administration.

No Changes.

Chapter 13 — General Mechanical System Requirements:

A.

Section M1307.3.2 Heating Units in Garages: Add a new section to read as
follows:

“M1307.3.2 Heating Units in Garages. Units designed to heat the habitable
space of the home shall not be located in a garage.”

Chapter 14 — Heating and Cooling Equipment:

No Changes.

Chapter 15 — Exhaust Systems:

No Changes.

Chapter 16 — Duct Systems:
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CITY OF ST CHARLES d@

Application for Building Permit s

Department: Building & Code Enforcement Division Phone: (630) 377-4406 FAX (630) 443-4638

Application Date: Parcel No. Permit No.

PLEASE PRINT ALL INFORMATION

I , do hereby apply for a permit for the following described work

located at Estimated Cost:

Description of proposed work:

Check List for Submittal of Application:

0O Is your property located in the Historic Preservation District? Yes/No If yes, your application will need to be approved by the
Historic Preservation Committee.

O Building Permit Application — Completely Filled Out.

O Ifany roofing is being conducted by anyone other than the owner we need the Roofing Contractor’s Illinois State License Number
and the expiration date of their License.

O Ifany work is being conducted in the City right-of-way or street, the Engineering Department must issue a Right-of-Way permit
prior to issuance of the Building Permit.

Owner of the Property: Applicant:

Name: Name:

Address: Address:
City/State/Zip Code: City/State/Zip Code:
Telephone NO. Telephone NO.
General Contractor: Contractor:

Name: Name:

Address: Address:
City/State/Zip Code: City/State/Zip Code:
Telephone NO. Telephone NO.
[linois License No. Illinois License No.

I, the undersigned, certify that if a permit is issued to me, I will comply with all provisions of the building, plumbing, electric and other
applicable ordinances of the City of St. Charles and shall perform all work, or cause all work to be performed according to the
provisions of said ordinances. I, or my agent, shall personally supervise the work and shall do, or cause to have done, said work
according to plans, specifications and other written information supplied as a part of this application. I am familiar with the applicable
ordinances and the provision thereof and in signing this application do willingly become responsible for all work accomplished under the
permit by all contractors, tradesmen and workmen, and shall call for inspections as required at a minimum of 24-hours before they
become due.

PRINT NAME: SIGNATURE:
For Office Use
REPORT OF THE BUILDING OFFICIAL .
Received
Accepted: Rejected: Date: Fee Paid $

Signed: Check #




